
 

ANTARI M-10 Stage Fogger with Controller
3000 watt fogger with DMX

Art. No.: 51701910
GTIN: 4719850651084

List price: 1307.81 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4719850651084

Weight: 27,80 kg

Length: 0.79 m

Width: 0.42 m

Heigth: 0.37 m

Description:

There are no doubts about the important role, that foggers play in the field of entertainment
technology. And if you need more power on midle-seized and big stages, there should also be
no doubts about the perfectly roadtrimmed ANTARI M-5 Stage Fogger to be the right choice.
Since this professional fog machine is not only very powerful - compared to its younger brother,
the M-5, the smoke performance is 30 or 40 per cent better - and unbelievable robust, but can
also impress with its fog-emission. With high pressure the fog, which is not too dense by the
way, is expelled and thus expands very quickly and takes up the room immediately. Try it and
you will see, that you will almost not see anything.

Features:

- Continuous output
- Rugged metal housing
- Adjustable timer with interval, duration and output volume, continuous output, manual activation
- Big tank capacity
- Control via wireless remote control (optional); stand-alone; DMX; wired remote control
- For application areas such as: Clubs/dancing school; stage; theater; rental
- With level indication
- Operates on water-based fluid
- Removable tank
- LCD display
- Application possibility: Standing; suspended
 Package contents
- 1 x device, 1 x power cord, 1 x user manual, 1 x remote control, 1 x container
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Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 3000 W

IP classification: IP20

Protection class: Protection class I

Power connection: Mains input via PowerCON (blue), mounting
version power supply cord with safety plug
(provided)

Warm-up time: Approx. 13 min

Tank capacity: 10 l water-based fluid removable tank

Fluid consumption: Approx. 200 ml/min

DMX channels: 1

DMX input: 1 x 3-pin XLR (M) mounting version

 1 x 5-pin XLR (M) mounting version

DMX output: 1 x 3-pin XLR (F) mounting version

 1 x 5-pin XLR (F) mounting version

Control: Wireless remote control (optional); stand-alone;
DMX; wired remote control

Housing color: Black

Display type: LCD display

Controls: Low fluid

Color: Black

Dimensions: Width: 31,9 cm

 Depth: 69 cm

 Height: 29,2 cm

Weight: 25,75 kg

Noise classification: Class 3 (clearly perceptible sounds)
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